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Commodity 
Name

Model 
No.

Picture Type 
Measurement 

Range
Power
Supply 

Dimension
(mm) 

Accuracy
Respond 

Time
Working 

Condition 
Signal 

Output
Life

Span
Application

 Product(mainly)

Infrared CO2 
Gas Sensor 

Module

CM1101
Single 
Beam

400 to 2000ppm
(400-5000ppm; 
400-10000ppm 

optional)

DC5V±5%
Pmax 0.6W

62*57*14.3
±(50ppm+5% 

reading)
60s

0°C to 50°C
0 to 95% RH,

non-condensing

PWM;
RS232-TTL;

0-4V

10 
years

●Air purifer; 
●Ventilation system;
●Air conditioners;
●Air quality monitor;
●Underground 
garage
●Wine cellar;
●Agriculture 
greenhouse facilities;
●Food transportation 
& storage;
●Edible fungus 
factory; etc.

CM1101
-RH&T

Single 
Beam

CO2: 400 to
2000ppm

RH: 50~99％
T: -10℃  to 50 ℃

DC5V±5%
Pmax 0.6W

62*57*14.3

CO2: ±
(50ppm+5%

reading)
RH: 5％
T:0.5℃

60s
0°C to 50°C

0 to 95% RH,
non-condensing

PWM;
RS232-TTL;

0-4V

10 
years

CM1102
Dual 

Beam

400 to 2000ppm
(400-5000ppm; 
400-10000ppm 

optional)

DC5V±5%
Pmax 0.6W

62*57*14.3
±(40ppm+2% 

reading)
60s

0°C to 50°C
0 to 95% RH,

non-condensing

PWM;
RS232-TTL;

0-4V

10
 years

CM1102
-RH&T

Dual 
Beam

CO2: 400 to
2000ppm

RH: 50~99％
T: -10℃  to 50 ℃

DC5V±5%
Pmax 0.6W

62*57*14.3

CO2: ±
(40ppm+2%

reading)
RH: 5％
T:0.5℃

60s
0°C to 50°C

0 to 95% RH,
non-condensing

PWM;
RS232-TTL;

0-4V

10
 years

CM1103
Single 
Beam

400 to 2000ppm
(400-5000ppm; 
400-10000ppm 

optional)

DC5V±5%
Pmax 0.6W

43*41*13
±(50ppm+5% 

reading)
60s

0°C to 50°C
0 to 95% RH,

non-condensing

PWM;
RS232-TTL;

0-4V;

I2C

10 
years



Infrared CO2 
Gas Sensor 

Module

CM1104
Dual 

Beam

400 to 2000ppm
(400-5000ppm; 
400-10000ppm 

optional)

DC5V±5%
Pmax 0.6W

43*41*17
±(40ppm+2% 

reading)
60s

0°C to 50°C
0 to 95% RH,

non-condensing

PWM;
RS232-TTL;

0-4V;

I2C

10
 years

●Air purifer; 
●Ventilation system;
●Air conditioners;
●Air quality monitor;
●Underground 
garage
●Wine cellar;
●Agriculture 
greenhouse facilities;
●Food transportation 
& storage;
●Edible fungus 
factory; etc.

CM1106
Single 
Beam

400 to 2000ppm
DC 5v±3%,
Imax 60mA

33*19.7*8.9
±(50ppm+5% 

reading)
6s

0°C to 50°C
0 to 95% RH,

non-condensing

PWM; 
UART-TTL

10
 years


